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If you have more than 128K of ram in your computer, the procedure is a bit more complex. You 
will need to prepare a boot floppy for AtariWriter Plus. FORMAT a disk in SpanaDOS format 
and create a text file named CONFIG.SYS file on it. The these lines must be in the 
CONFIG.SYS: 

USE OSRAM 
DEVICE SPARTA OSRAM 
DEVICE SIO 
DEVICE ATARIDOS.SYS 

You may use the rest of this disk for anything you choose. To run AtariWriter Plus, boot the 
computer with this boot floppy in DI: . Remove this diskette and insert the AtariWriter Plus 
diskette. Then type 

Dl :X AP . OBJ 

You may use a ramdisk at 03: - 09: with AtariWriter Plus, but you won't be able to get a 
directory of the ramdisk from the program. You can use this for temporary storage. 

Oops! 

On page 4-51 the arguments for POKE 752 are reversed. POKE 752 1 will tum the cursor off, 
while POKE 752 0 will tum it back on again. 

Other Things 

If you get an error 161, you need to increase the number of file buffers. This is done in the 
CONFIG.SYS file with the SPARTA.SYS dfive as descn6e<! on page-Jr-:3. Just increase your 
"nfiles" value by one or more. Increasing "nbufs" will speed up disk access for additional open 
files but is not required. 

We have had several people call to say that the SDX ramdisk is not as big as the 3.2 one or that 
SOX does not recognize their whole RAM upgrade. This is not really the case. Since these 
questions are not uncommon, however, we will go into a little more detail here with system 
configuration. 

Page 8-2 shows the default system configuration used if you do not have a CONFIG.SYS file 
on DI:. If you have 256K or more in an XL or XE computer, SOX will automatically use one 
of the banks (USE BANKED) for DOS routines and drivers. This means that you have one less 
bank for your ramdisk, making it 16K smaller than it would be otherwise. You can write a 
custom CONFIG.SYS specifying USE OSRAM to allow you to use all available banks for your 
ramdisk. 

Also in that default configuration is "DEVICE RAMDISK". As described on page 8-7, the 
default for RAMDISK.SYS is to use all available banks beyond the four reserved for 130XE 
programs and to assign the ramdisk toD9:. You can change this, too, in a custom CONFIG.SYS 
file by specifying the drive number and number of banks as shown on page 8-7. To override 
the reserving of the four banks, you must specify the number of banks in the "DEVICE 
RAMDISK" statement. 



On a related topic, if you hold down the OPTION key when booting the computer, any 
CONFIG.SYS on disk will be ignored and the default configuration will be used. This is very 
useful if you happen to forget to include SIO.SYS in your CONFIG.SYS or some similar fatal 
error. 
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